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A 46” super narrow bezel display with 700 nits high brightness ideal for
digital signage and demanding industrial environments

Airport Department store Street Restaurant
° Emergency operation centres

Scheduled
On Time

 Traffic and surveillance centres

On Time

« Utilities and process control Scheduled

* Digital signage

* Directories and wayfinding

* Hospitality Meeting Room Class room Surveillance room Process control
» Seminar & Conferences
* Multi-media system Q
H
"' ‘_’i
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AG Neovo PN-Series: PN-46

Feature Highlights

* LED-backlit technology with Full-HD 1920 x 1080 resolution

« 700 nits high brightness

* Premium-grade panel for high reliability and long product lifetime

« 2.0 mm(down/right); 3.4 mm slim bezel (up/left)

* Anti-Burn-in™ Technology

» Advanced Image Platform™: 3D Comb Filter/ Deinterlace/ Noise Reduction/ PIP and PBP
» Versatile connectivity: VGA, DVI, HDMI, CVBS, YPbPr, S-Video

+ Daisy chain availability: VGA, CVBS, RS-232

* RS-232 and RJ45 allow programmable remote control

« Tiling function for easy video wall setup (support up to 5 x 5)

» Built-in scheduler allows different program scheduling

» HeatControl Sensor automatically activates the internal cooling fan to cool down the temperature
* OPS slot ready for easy media player integration

» Orientation: portrait or landscape

* Built-in speakers / \

DuTY
« Durable metal housing design 0 U[7

.I/-\DVANCED .

mage Platform

* Rigorous screening of the components for mission-critical 24/7 applications
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Front Angle

Super Narrow Bezel

Portrait/Landscape orientation
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Rear Angle

Metal Casing

VESA Standard
OPS slot

Kensington® Security Socket
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Side Angle

OPS slot
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Connectivity

Kensington® Security Socket

Remote control sensor and power status indicator

Pefm———

Audio out
Audio in Audio in
for PC Audio in

ACin Power Switch RS-232 out VGAout VGAin Component CVBS out Speaker out

(the cover is a RS-232in DVI-Din  HDMIin (Pr Pb YY) CVBS in

supplied accessory) .
RJ45 S-Video Speaker switch

Default Power Switch: OFF (internal/external)
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« Efficiently control over multiple displays in a long distance via RS-232 daisy-chain configuration

» Support up to 25 displays (5 x 5)

ToRS-232C IN To RS-232C OUT To RS-232C IN

RS-232C Cable _T t RS-232C Cable _T

ADVANCED OPTION
INPUT CHANGE 4 NORMAL >
TERMINAL SETTING >
SERIAL CONTROL S R Options: ‘RS-232C" or ‘LAN’
LAN SETTING
APM 4 OFF >
FAcTORVRESET b A\ RS-232 and LAN cannot be

activated at the same time even |if
the cables are attached.

-, .

E2:NEXT E:RETURN EW:EXIT MENU
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« Different from RS-232, RJ45 is suitable for one display remote control

LAN

LAN SETTING

| DHCPCLEENT < ___OFF > |
IP ADDRESS >
SUBNET MASK >
DEFAULT GATEWAY >

ADVANCED OPTION

INPUT CHANGE 4
TERMINAL SETTING >

SERIAL CONTROL

LAN SETTING

APM

ADVANCED OPTION RESET
FACTORY RESET

& NEXT EB@-RETURN TEW-EXIT MENU E@:RETURN TEW-EXIT MENU

DHCP [ON] Automatically assign IP address/subnet mask/default gateway
DHCP [OFF]  Manually assign IP address/subnet mask/default gateway



OPS

Signage
Panel PC




Special Feature

Video Wall Support

Super Narrow Bezel

 PN-46 features a 5.4 mm bezel-to-bezel width in a video wall matrix




Tiling Function and Compensation

 Tiling function allows easy image setting in a video wall matrix (support up to 5 x 5)

+ Tiling compensation automatically adjusts images according to the bezel width so that images can be
presented smoothly

TILING

V MONITORS

POSITION
FRAME COMP.
ENABLE
AV:SEL +-:ADJ EL:RETURN EW:EXIT MENU

(AIP

ADVAN CED"

Image Platform Image Platform

Tiling Compensation [ON] Tiling Compensation [OFF]
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Special Feature

Bullt-in Scheduler

* Built-in scheduler automatically activates/deactivates displays

» Support up to 7 schedules
* Programmable items:

* The time and the days in a week to turn on/off the display

« The input source the display will present for each scheduled activation period

CONFIGURATION1

OFF TIMER

SCHEDULE

DATE AND TIME

CONFIGURATION1T RESET

®neovo

2 NEXT

EW:RETURN

E:EXIT MENU

\ 4

SCHEDULE

TODAY 2011.08.04 THU 20:19:55

ON

o5 OEVERY DAY OTUE
o6 OWED QFRI
o7 OSAT OEVERY WEEK

AY+=SEL ‘RETURN

IET:EXIT MENU

The right date and time have to
be set up before using scheduler

DATE AND TIME

MONTH 4 08

DAY 4 04

HOUR 1 pdi}
MINUTE < 20
DAYLIGHT SAVING TIME 4 OFF
CURRENT DATE TIME

2011.08.04 00:18:10

AV:SEL  +-=ADJ EI:RETURN ‘EXIT MENU
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Thank You

All specifications are subject to change without prior notice.
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